Febco 825 Y Reduced Pressure

Backflow Preventer or County
Gate Valve Health Department approved
equal.
Backflow preventer
Brass nipple

Cl. 125 bronze 90 degq.

elbow (typ.) \

Brass nipple

Metal ‘U’ shaped saddle
1/8"x1/4” thick bracket
» set unit on saddles
/Bross nipple

2"x2"x22" rebar
support post—weld
to metal ‘U’ shaped
bracket. (2 req'd/
unit—public areas only)

Febco 650 "Y” ¢

strainer — Brass nipple
Peak in center
Brass nipple to drain in all
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Pipe Sle.eve — Brass nipple
Brass nipple— 6” thick #4 rebar at 1'-0"
Class ‘A’ 0.C. each way

concrete pad

o |

flow

Compacted subgrade

Brass 90 deg. elbow PVC Irrigation

1. Contractor shall submit shop drawings for the Reduced Pressure supply line
Backflow Preventor to the City Engineer for review and approval
before actual installation.

2. Backflow Prevention Device shall be provided with a steel enclosure

by LeMeur Welding and Manufacturing—Model #BF-99 (dark green).

3. Installotion of Reduced Pressure Backflow Preventor shall meet the

requirements in AWWA Standard C511-07 NOT TO SCALE

STANDARD CITY OF BRISBANE

DETAIL DEPARTMENT OF PUBLIC WORKS

BACKFLOW PREVENTION DEVICE
DATE:06/25/07 |( W-8B

TYPICAL FOR ALL IRRIGATION SERVICES )
AND OTHER HIGH RISK SERVICES




