NOTE:
1. SET ROOT CROWN 1" ABOVE FINISH GRADE.
2. SCARIFY WALLS OF PIT
3. REMOVE ALL NURSERY STAKES FROM ROOTBALL.
4. TREE INSTALLED SHALL BE FROM CITY APPROVAL TREE LIST.
5. 36" BOX MINIMUM.

SET STAKES PERPENDICULAR TO PREVAILING WIND DIRECTION

STAKE BELT - TREE

TOP VIEW

SET LOWER TIE 1/2 DISTANCE BETWEEN TOP TIE AND FINISHED GRADE

DO NOT REMOVE SIDE BRANCHES.

HEIGHT OF STAKES AS REQUIRED TO PROP UP TREE.

SET ROOTBALL 2" ABOVE FINISHED GRADE.

FOUR FLEXIBLE BELT OR RUBBER HOSE TREE TIES. CROSS TIES OVER BEFORE SECURING ONTO STAKES WITH GALVANIZED SCREWS.

2-3" DIAMETER LODGEPOLE PINE TREE STAKES SET OUTSIDE OF ROOTBALL ORIENT PERPENDICULAR TO PREVAILING WIND.

TWO 3" DIAMETER PRESSURE TREATED LODGEPOLE PINE STAKES. REMOVE NURSERY STAKES AFTER STAKING.

GRATE TO MATCH GRATES ON VISITACION AVENUE.

4" WATER BASIN W/ 2" WOOD BARK.

ROOT GUARD MANUFACTURING SPECS.

FIVE SLOW RELEASE FERTILIZER TABLETS (21 GRAMS 20-10-5)

SCARIFY SIDES AND BOTTOM OF PLANT HOLE. LIGHTLY SCORE SIDES AND BOTTOM OF ROOT BALL JUST PRIOR TO PLANTING.

EXCAVATE PLANT PIT A MIN. OF 3X DIAMETER OF ROOT BALL

ENGINEERED STRUCTURED SOIL PER CITY STANDARDS

RAINBIRD DEEP H2O TUBES OR EQUIVALENT

NOT TO SCALE

STANDARD DETAIL
CITY OF BRISBANE
DEPARTMENT OF PUBLIC WORKS
STREET PLANTING DETAIL

DATE: 02/03/16

Z-1